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Berthoud Win’air Vineyard Sprayer 
 

 

 
 

 

Electro-hydraulic control box for 

independent unfolding and width 

adjustment, individual boom angle, 

main lift and individual spray boom 

control. 

 

 

 

  AB Most telescopic booms 

 For vines from 1.80m to 2.50m wide or 2.0m-3.20m 

 The booms have 3 hydraulic telescopic ranges: 2m-2.70m, 
2.30m-3m, 2.50m-3.20m. 

 

 

 

 

 

 
 

 

 
 
 
 
 
 
 
 

   
 

 

 

The new generation AB Most 
sprayers are available in air-assisted 
version (single or double sided and 
with 3 or 4 diffusers). 
 

The Air Drive 
diffuser includes a 
swirl nozzle whose 
angle in with 
respect to       the 
air flow is designed 
to optimise the 
spraying spectrum 
in terms of 
coverage height 
and distribution.  
The air flow is from 
behind the nozzle 
in order to trap all 
the droplets and 
thereby limit 
dispersion. 

 
Optional tandem axle 
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Built-in boom rinse and tank rinse 
Now mandatory, these rinsing systems are included as 
standard in Win’air. 

 Boom rinse without return to tank 
This device allows the boom to be rinsed without diluting the 
spray mixture remaining in the tank. If spray application is 
interrupted, it prevents clogging when spraying is resumed. 

 Tank rinse 
It rinses the walls of the tank with clean water at the end of the 
application. Paddle system without risk of clogging by powders. 

 
 
 

 

Minimum residual volume 
Win’air is designed to minimise the volume of the spray mixture 
remaining in the tank when the pump loses its priming, even on 
slopes: 

 Main tank with diamond-shaped base, 
 Sump with lateral suction pipe, 
 Agitation shut-off valve 
 Chassis tilted forward 

This design facilitates the management of residues and meets all 
current regulations. 

 
 

 

Rinse tank with capacity greater than or equal to 10% 
of the volume of the main tank 
The different rinsing operations in the field (rinsing of the 
circuit, rinsing of the tank, external rinsing) require a sufficient 
reserve of clean water. With a rinse tank having a capacity 
greater than or equal to 10% of the volume of the main tank 
(100L for example on a Win’air 1000L). Win’air meets the 
highest requirements of the environmental regulations. 

 

 

 

 

Precise and easy to read tank gauge 
Tank Gauge is precise and easy to read from the filling station 
and from the cab, prevents any risk of accidental leakage and 
retains its readability over time. 

 


